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Minimum separation distance to nearest undeveloped film for various times in transit
Tr%résee(ort Up to 2 hours 2 to 4 hours 4 to 8 hours 8 to 12 hours Over 12 hours
Meters Feet Meters Feet Meters Feet Meters Feet Meters Feet
0.1t0 1.0 ....... 0.3 1 0.6 2 0.9 3 1.2 4 1.5 5
1.1t05.0 ... 0.9 3 1.2 4 1.8 6 2.4 8 3.3 11
5.1t0 10.0 ..... 1.2 4 1.8 6 27 9 3.3 11 4.5 15
10.1 t0 20.0 ... 1.5 5 2.4 8 3.6 12 4.8 16 6.6 22
20.1 t0 30.0 ... 21 7 3 10 4.5 15 6 20 8.7 29
30.1t0 40.0 ... 24 8 3.3 11 5.1 17 6.6 22 9.9 33
40.1 t0 50.0 ... 27 9 3.6 12 5.7 19 7.2 24 10.8 36

§175.900 Handling requirements for
carbon dioxide, solid (dry ice).

Carbon dioxide, solid (dry ice) when
shipped by itself or when used as a re-
frigerant for other commodities, may
be carried only if the operator has
made suitable arrangements based on
the aircraft type, the aircraft ventila-
tion rates, the method of packing and
stowing, whether animals will be car-
ried on the same flight and other fac-
tors. The operator must ensure that
the ground staff is informed that the
dry ice is being loaded or is on board
the aircraft. For arrangements between
the shipper and operator, see §173.217 of
this subchapter. Where dry ice is con-
tained in a unit load device (ULD) or
other type of pallet prepared by a sin-
gle shipper in accordance with §173.217
and the operator after the acceptance
adds additional dry ice, the operator
must ensure that the information pro-
vided to the Pilot-in-Command and the
marking on the ULD when used as a
packaging reflects that revised quan-
tity of dry ice.

[73 FR 4719, Jan. 28, 2008]

PART 176—CARRIAGE BY VESSEL
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